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����：Electrical Characteristics

Time-Current Characteristics
��-�	
��

5K 5.2 20Φ × RoH CompliantS

���：
Testing Standard:

IEC60127-1  IEC60127-2  GB9364.1  GB9364.2

����：
Operating  Temperature:

-55 ~+125℃ ℃

����：
Soldering Method:

Wave soldering:    260℃,

℃,

10s max

5s   maxManual soldering: 350

�����
������

5K1500A

5K1400A

5A

250V

5K1315A

4A

250V

5K0400A 400mA 250V 1000 0.65

5K0500A 500mA 250V 900 0.96

5K0630A 630mA 250V 300 1.7

5K0800A

1A

250V 250 3.2

5K1100A

1.25A

250V 150 3.8

5K1125A

1.6A

250V 150 4.3

5K1160A

2A

250V 150 5.0

5K1200A

2.5A

250V 150 12.8

5K1250A

3.15A

250V 100 20.7

5K0315A 315mA 250V 1100 0.30

100

100

45

61.4

5K0250A 250mA 250V 1300 0.18

5K0200A 200mA 250V 1500 0.10

6.3A

250V

100 2055K1630A

800mA

8A 250V 100 3205K1800A

10A 250V 100 5105K2100A

!"#$：Catalog No.A:250V %&�'(!"#$)*"P":Suffix"P"for Lead Type After Catalog No.

,/1346：
Interrupting  Rating:

35A or 10In Whichever is greater

78：
Materials:

End cap:nickel plated brass

Glass tube:glass

Lead wire:tinned copper wire

Inner cap:nickel plated brass

12.5A 250V 80 8005K2125A

16A 250V 80 11055K2160A

250V

100 135

Current(A)


